COUPLINGS

. Ultra high security axial restraint pipe
coupling system for plain ended pipes

. Original patented double casing design

. GL LR DNV BV ABS RINA approved

. Frequently specified for military use

. Highly fatigue resistant to long term
vibrations

. Equally resistant to internal pressure or

external axial load
. 100% rubber lined (no exposed metal)
. No spot welding
. 2 screws on all sizes

Axilock Performance Chart

Failure Zone

. Sizes 38mm — 406mm
. Burst pressures up to 200 bar

Pressure (bar)

Safety Area . Admissable axial forces up to
N 400000 Newtons
. \ «  Up to 1200% Factor of Security
» 1 et . Available in Fireproof version —
0 Axilock FP
38 48.3 60.3 P7il;’le Sizsex.9(mnlll)4.3 139.7 159 168.3
. Save time, weight, space and cost without compromising strength

or integrity of pipework systems
. AXILOCK Couplings are high strength quality products for leading
edge applications




Approvals

Summary
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Air Conditioning °
Ballast ° ° ° °
Bilge ° ° ° °
Brine °
Cable Ducting ° ° °
Cargo Oil ° ° ° ° °
Compressed Air ° ° ° °
Condensate Return ° ° °
Cooling Water ° ° ° ° ° ° °
Fire and Washdeck ° ° ° ° ° ° °
Fresh Water ° ° ° ° ° ° °
Fuel Oil/Lube Oil Transfer ° ° ° ° ° °
Fuel Lines inside Machinery Space* ° '
Inert Gas ° ° ° ° ° °
Sanitary Piping ° ° ° ° ° ° °
Scupper and Discharge ° ° ° ° ° ° °
Seawater ° ° ° ° ° ° °
Sounding Pipes ° ° ° ° ° ° °
* Axilock FP
Approved but not included in the above listing
BWB
US Coast Guard
Register of Shipping
Polish Register
vdS

This quick guide is for general information only.
The responsibility for checking specific applications and/or limitations lies with the installer.
For full details and further particulars of our Approvals please refer to our Approvals Book.

E&OE 210501







AXILOCK

MATERIAL SELECTION GUIDE

Type 1 11 1V
Casing AISI 304 AISI 304 AISI 316LL
DIN 1.4301 DIN 1.4301 DIN 1.4404
Fasteners | Alloy Steel Zinc + AISI 316 AISI 316
PTFE Coated DIN 1.4401 DIN 1.4401
Gasket EPDM/NBR/ EPDM/NBR/ EPDM/NBR/
Viton Viton Viton

Ordering Information:

Quantity Model Type Gasket Pipe OD

Example: 120 Axilock 11 NBR 114.3mm




355.6 354.5/357.5 6.00*
8.25*

350 14 378 377/380 6.00*
8.25*

400 16 406.4 405/408 6.00*
8.25*

400 16 429 428/431 6.00*
8.25*

NOTES E&OE 170201

The above table is a guide to the most common sizes. Couftisgi specific outside dianees not listed Bove may be marfactured to order. Please contact us for details.
i* WORKING PRESSURE / LOAD Testis 1.5 times working figuMinimum burst is 4 times working figure. Figures are baseyminal values for standard wall carbon steel pipe. Whereeddtkhe first figure is for coupling types 1,2 and 4. Thmad figure is for type 5.
TORQUES The torque ratings listailove are for general purpose use on standaliccarbon steel pipe. Ratings may berdd up or down by the manufacturer.

*

238451
327870
269438
370478
311446
428239
329089
452498

*  BOX QUANTITY Where marked by *, the couplings are packed according to quantity ordered.
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